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CELL
METALLIC PEDESTAL TECHNICAL SHEET

GUIDES

OPENING

Ball guide, greater resistance and 
enhanced glide.

Push-open door and exterior drawers.

Fully opening drawer.

OPENING

LOCK AND CYLINDER

Anti-overturn lock system which prevents 
two drawers being opened at the same time.

Mastered lock and interchangeable cylinder.

Independent lock on the 6-drawer pedestal.

Letter slot on lockers.

The planter is not suitable for natural plants.

With the Cell pedestal, not only do we meet your functional storage and mee-
ting point needs, but the possibility of fitting this piece of furniture with a planter 
means you can follow the trend towards biophilia and bringing a homely atmos-
phere to the workplace.

   �Sides: welded assembly formed by three 1-mm thick metal parts, with rounded 
40-mm radius on the exterior part.

   �Base: 1-mm thick steel, folded and reinforced with CO2 welding. Built-in M8 
levellers with a travel of 20 mm to adapt to uneven surfaces.

Interior steel separator from base to top.

Welded assembly of two 0.8-mm thick metal parts.

Corners of all elements CO2 welded, finished and polished.

   25-mm thick laminated finish, 2-mm thick ABS edge as per UNE 56.843:01.

   25-mm thick anti-fingerprint HPL, 0.7-mm thick on the top as per the indica-
tions of UNE 53173-92 with balancing sheet (BM80) underneath. 2-mm thick ABS 
edge as per UNE 56.843:01.
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CELL
METALLIC PEDESTAL TECHNICAL SHEET

3-drawer pedestal

2-filing-drawer pedestal with planter

Locker pedestal / with letter slot
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3-DRAWER PEDESTAL

2-FILING-DRAWER PEDESTAL WITH PLANTER

LOCKER PEDESTAL / WITH LETTER SLOT
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