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QUO
STORAGE TECHNICAL SHEET

OPTIONAL FEATURES

SHELVES

Wardrobe shelf 

Shelves adjustable every 25mm.

Mastered lock with hinged key.

110° opening hinges.

Levelling from the inside up to 20mm.

Top with rail for hanging folders.

STANDARD FEATURES

With a fully functional design, the hinged- and sliding-door versions of the Quo 
cabinet reduce the number of visible lines down to a minimum  

PULL-OUT FILING

Maximum height 1000 mm.

OPTIONAL FEATURES

CURVED SIDES

O-8-mm thick sheet metal 
Available on cabinets up to h-1600 mm.
For cabinets with or without rear.

CABINET 
HEIGHT - 35

TOP REAR

Metal
For cabinets with or without rear.

For cabinets with or without rear.
* The planter is not suitable for natural plants.

Magnetised in melamine, fabric or acoustic 
finish.

PLANTER

Assembly in 19-mm thick melamine.             

25mm thick melamine.
For cabinets:	 With or without curved sides.
	 With or without rear.
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QUO
STORAGE TECHNICAL SHEET

DESCRIPTION RANGE

Welded assembly of sides, flush rear and base in 0.8-mm thick steel with a 0.8-
mm thick top.

In 0.8-mm thick steel or 19-mm thick melamine.

Aluminium-coloured metal handle

In 0.8-mm thick steel.

Shelf load capacity as per UNE EN 14073-3:05: 49 kg, 61 kg & 69 kg.

STRUCTURE

DOORS

SHELVES

Distribution of shelves:

Without doors

With hinged doors

With low hinged doors

With sliding doors

GENERAL

PRICE TERMS

KEY

EXPRESS

60/80 micras epoxy powder coated that complies with current UNE 23827-90 
reaction to fire regulations.

UNE-EN 14073 / UNE-EN 14074 94,98 % 94,84 %

CERTIFICATES RECYCLABILITY RATE

WITHOUT DOORS HINGED DOORS

94,84 %

LOW HINGED 
DOORS


